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Yacht & Brass Cylinder
Commercial Steering Series B300

The largest of Jastram model B (Brass)
cylinders, the B300 was specifically designed
for continuous duty operation in a hostile
marine environment. Regardless of whether
you require steering for a yacht or a fishing
vessel, the B series is right for your boat.
Designed to ABS class standards each
cylinder is pre-tested at the factory to assure
long trouble free operation under even the
most demanding conditions.

The cylinder may be installed in single or
multiple configurations to meet the torque
requirement of the vessel

Design Features

Installation is greatly simplified with self-aligning stainless steel spherical trunnion
and rod end bearings.

Low friction seals allow for smooth movement of the stainless steel cylinder rod even
under relatively light loads.

Cylinder bleed ports are located at each end of the cylinder to facilitate rapid system
fill.

High quality piston rod wipers ensure reliable long lasting performance.

Cylinder can be removed without removing trunnion.

ABS type approved and CE certified for marine steering applications.

For further details please refer to the technical manual MAN 00203.

Part number Description Port size| Displ Lbs (KQ)
in3

JA-101006-1 B-300-9 cylinder Y2 NPT 52.4 57.3 (26.0)

JA-101006-2 B-300-12 cylinder Y2 NPT 69.9 61.7 (28.0)

JA-101006-3 B-300-16 cylinder Y2 NPT 93.2 67.7 (30.7)

JA-101006-4 B-300-20 cylinder Y“NPT| 116.6 73.6 (33.4)
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Data is subject to change without notice.
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Yacht & Full Follow-up Lever
Commercial Steering LC100-1W

. _ ) o (for Wagner MK4 Autopilots)
Steering levers come in two basic variations:

the “jog” lever (JO100) and the “full follow-up”
lever (LC100 FFU). The advantage of using a
“full follow-up” power steering lever is that the
handle will always reflect the vessels accurate
rudder position. That is, when used with an
autopilot or amplifier movement of the handle to
port or starboard sends an electronic signal to the
directional valve on the hydraulic power unit.

Design Features

e The LC100 series of full follow-up levers
come in several models with one or two built-in potentiometers and/or additional push
buttons. The second potentiometer may be used to provide a signal for a second
amplifier, a rudder order indicator, or for an alarm circuit.

e Minimal handle travel allows for very quick steering commands without the load
associated with manual helm stations.

e All electric — steer by wire. Requires no hydraulic connections above deck or in the
wheelhouse.

e Levers made from molded plastic and stainless steel for corrosion resistance and
long life.

e Graduation marks on the housing allow for easy rudder position reading. Compatible
with most autopilots and existing steering systems.

e Waterproof, suitable for indoor and outdoor use.

For further details, please consult the technical manual MAN 01001.

Part number | Description Lbs (Kg)
JA-701008-1 LC100-1 lever controller c/w single pot 4.4 (2.0)
JA-701106-1 LC100-1C remote lever controller, ComNav TS-201 4.5 (2.0)
JA-701106-2 LC100-1CR lever ctlr, ComNav TS-201, reverse mounted 4.5 (2.0)
JA-701008-3 LC100-1R lever controller, c/w single pot, reverse scale 45 (2.0)
JA-701105-1 LC100-1W remote lever controller, Wagner TS2R ~ * 4.5 (2.0)
JA-701008-2 LC100-2 lever controller, c/w dual pots 46 (2.1)
JA-701008-4 LC100-2R lever controller, c/w dual pots, reverse scale 46 (2.1)

(* see drop-in replacements)
Data is subject to change without notice.
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Yacht & Commercial J og Adapter

Steering Accessories

Jog “non follow-up” power steering lever offers an economical and effective means of
steering your vessel with minimal effort. Just by moving the handle you send an electric
signal to the directional valve on the hydraulic power unit. This, in turn, sends fluid to your
steering cylinder, causing the vessel to turn to port or starboard as desired. Jog levers,
unlike full follow-up levers, have a spring loaded handle that always returns to center when
released.

The adapter kit converts a Jastram JO100 jog into a jog with the exact foot print mounting of
a Wagner jog.

Jastram jog + adapter kit — Wagner jog
JO100 JO200
Part number | Description Lbs (Kg)
JA-701005-1 JO100-1 jog lever c/w 1 set of limit switches 0.9(0.4)
JA-701005-2 JO100-2 jog lever c/w 2 sets of limit switches 0.9 (0.4)
JA-710009-1 JO200-1W jog lever c/w 1 set of limit switches, Wagner 09(0.4)
JA-950078-1 Adapter kit * (.converts JO100 into Wagner jog JO200) -

( * see drop-in replacements)

Data is subject to change without notice.
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Comparison Chart Pump Sets

by Manufacturer

Jastram | Accusteer ComNav Octopus Teleflex Wagner
HPU 50 HRP-10 15C1 | 1212/1224 | AP 1903/6 -
HPU 100 HRP-16 25C1 | 2012/2024 | AP 1904/7 -
HPU 170 HRP 75 60C1 -| AP 1905/8 PV100/125/140
HPU 180 HPU 75 CRA-03 CR 03 - -
HPU 230 HPU 100 - - - Type 2A
HPU 350 HPU 150 - CRB 06 - Type 2A
HPU 450 HPU 200 - CRB 08 - Type 2A
HPU 700 HPU 300 - CRB 10 - Type 2A

(see below performance chart for actual comparison)

Performance Chart

Jastram Part number Displ Volt Amp fuse rating| pump
in3/min

HPU 50 JA-501002-10 50 12 DC 4 15 a,c
HPU 50 JA-501002-20 50 24 DC 2 10 a,c
HPU 100 JA-501003-10 100 12 DC 6 15 a,c
HPU 100 JA-501003-20 1006 24 DC 4 10 a,.c
HPU 170 JA-501004-10] 0-170 12 DC 5 15 b.c
HPU 170 JA-501004-20 0-170 24 DC 3 10 b,c
HPU 180 JA-501005-11 0-180 12 DC 7 20 b.d
HPU 180 JA-501005-22 0-180 24 DC 4 15 b.d
HPU 230 JA-501009-xy[ 0-230] 12 -220(40,20,20,10,5]50,25,25,15,10] b,de
HPU 350 JA-501006-xy| 100-350] 12 — 220{40,20,20,10,5/50,25,25,15,10] b.de
HPU 450 JA-501007-xy[ 100-450| 24 - 220 20,220,105 25251510 bde
HPU 700 JA-501008-xy[ 100-700] 110 - 440 2513 30,20| b.,de
x = MOTOR voltage a=  constant flow
1=12vdc, 2=24vdc, 3=32vdc, 4=110vac, 5=220vac b = adjustable flow
y = SOLENOID Voltage c= reversing
1=12vdc, 2=24vdc, 3=32vdc, 4=110vac, 5=220vac d= continuous
e = two speed, both

adjustable

Data is subject to change without notice.
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Seal kits

Comparison Chart
Wagner Replacements Parts

Part number Description Part number
WAGNER JASTRAM
119-0001 Seal kit, 700 helm (old style) JA-950051-1
119-0002 Seal kit, 701 or 702 helm JA-950038-1
119-0003 Seal kit, AW helm JA-950090-1
119-0004 Seal kit, ATW helm JA-950086-1
119-0005 Seal kit, A2W helm JA-950084-1
119-0016 Seal kit, N65, N85 JA-950028-1
119-0017 Seal kit, N175-705, N175-1000 JA-950023-1
119-0018 Seal kit, N250-800, N250-1000, N250-1300 JA-950044-1
119-0019 Seal kit, N350-1200,, N350-1600 JA-950040-1
119-1020 Seal kit, N400-1500, N400-2000 JA-950041-1
119-0021 Seal kit, T2 JA-950024-1
119-0022 Seal kit, T3 JA-950055-1
119-0023 Seal kit, T4 JA-950013-1
119-0024 Seal kit TS5, T10, T11 JA-950014-1
119-0025 Seal kit, T12, T13 JA-950058-1
119-0026 Seal kit, T12B, T13B JA-950027-1
119-0027 Seal kit, T14, T15 JA-950030-1
119-0028 Seal kit, T18, T19 JA-950016-1
119-0029 Seal kit, 720, T21 JA-950017-1
119-0033 Seal kit, L70-24/32 cylinder JA-950057-1
119-0039 Seal kit, 2" 4-way valve JA-950056-1
119-0040 Seal kit, 17 4-way valve JA-950053-1
119-0041 Seal kit, 1 72" 4-way valve JB-701084
119-0054 Seal kit, V-10 Vickers vane pump JA-950052-1
119-0062 Seal kit, FFU accumotor JA-950082-1
119-0068 Seal kit, 3” telemotor cylinder JA-950054-1
119-0069 Seal kit, 3.5” telemotor cylinder JA-950091-1
119-0070 Seal kit, L80-262/409 cylinder JA-950092-1
119-0071 Seal kit, L100-419/650 cylinder JA-950063-1
119-0072 Seal kit, L125-424/674 cylinder JA-950093-1
119-0074 Seal kit, L200-655/1047 cylinder JA-950049-1
119-0082 Seal kit, N40-120/190 cylinder JA-950042-1
119-0083 Seal kit, N50-190/300 cylinder JA-950045-1
119-0084 Seal kit, N80-190/300 cylinder JA-950075-1
119-0085 Seal kit, B1/B2/b3/b4 helm JA-950043-1
119-0088 Seal kit, Uniblock #1 JB-701090
119-0097 Seal kit,1 4" cylinder, 5/8” rod JA-950020-1
119-0098 Seal kit, 1 V2" cylinder, 5/8” rod JA-950021-1
119-0114 Seal kit, M10 manifold JA-950089-1
119-0116 Seal kit, A1XL helm JA-950022-1

Jastram Engineering Ltd.
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